**INDUSTRY STANDARDS:**

- **POLYCARBONATE** (Light Gray and Clear)
  - UL94-HB Flammability Rating (UL File E42413)
  - UV Stabilized
  - Service Temperature Range: -40°C to +120°C

- **ABS** (Dark Gray)
  - UL94-HB Flammability Rating (UL File E56070)
  - Service Temperature Range: -40°C to +80°C

---

**SECTION "A-A"**

**DETAIL "C"**

- **0.315 Dia. Boss with 0.090 Dia. Hole x 0.160 Deep (4) Places**
- Mounting bosses use either M2.5 Metric or #4 Std. Sheet Metal Screws x 0.188 Lg. (not supplied)

**COVER**

- **SEE DETAIL "C"**

---

**NOTE:** All dimensions have ±0.015 tolerance unless otherwise specified.

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>MATERIAL</th>
<th>FINISH</th>
<th>HARDWARE KIT</th>
</tr>
</thead>
<tbody>
<tr>
<td>PN-1326</td>
<td>POLYCARBONATE</td>
<td>LIGHT GRAY</td>
<td>KIT CONTAINS (6) M4 x 20mm (0.787&quot;) Lg. SCREWS FOR ASSEMBLY</td>
</tr>
<tr>
<td>PN-1326-C</td>
<td>POLYCARBONATE</td>
<td>LIGHT GRAY CLEAR</td>
<td></td>
</tr>
<tr>
<td>PN-1326-DG</td>
<td>HIGH-IMPACT ABS</td>
<td>DARK GRAY</td>
<td></td>
</tr>
</tbody>
</table>