MATERIAL - ALUMINUM ALLOY #ADC-12
FINISH - NATURAL (CONTACT BUD FACTORY FOR ALTERNATE FINISHES)
GASKET - RATED PIS NEOPRENE, SELF-ADHESIVE, 3mm THICK, COLOR BLACK
SCREWS - STAINLESS STEEL, M3.5 x 12mm LG., CSK. HEAD, SELF-THREADING

ALL HOLE DIAMETERS HAVE ±.005 TOLERANCE.
ALL OTHER DIMENSIONS HAVE ±.015 TOLERANCE.
ENCLOSURES ARE SHIPPED UNASSEMBLED WITH ALL ITEMS SHOWN.

MATERIAL - ALUMINUM ALLOY #ADC-12
FINISH - NATURAL (CONTACT BUD FACTORY FOR ALTERNATE FINISHES)
GASKET - RATED PIS NEOPRENE, SELF-ADHESIVE, 3mm THICK, COLOR BLACK
SCREWS - STAINLESS STEEL, M3.5 x 12mm LG., CSK. HEAD, SELF-THREADING

ALL HOLE DIAMETERS HAVE ±.005 TOLERANCE.
ALL OTHER DIMENSIONS HAVE ±.015 TOLERANCE.
ENCLOSURES ARE SHIPPED UNASSEMBLED WITH ALL ITEMS SHOWN.