CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

20181005-E348279
E348279-20110715
2018-OCTOBER-05

BUD INDUSTRIES

4605 E 355TH ST
WILLOUGHBY OH 44094-4629

BOXES, JUNCTION AND PULL
See addendum page for models.

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

UL 50 and CSA-C22.2 No. 94.1 - Enclosures for Electrical
Equipment, Non-Environmental Considerations

UL 50E and CSA-C22.2 No. 94.2 - Enclosures for Electrical
Equipment, Environmental Considerations

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Certification Mark should be considered as being covered by UL's

Certification and Follow-Up Service.

Look for the UL Certification Mark on the product.

K

Bruce Mahrenholz, Director North American Certification Program

UL LLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please :

contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/
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CERTIFICATE OF COMPLIANCE

Certificate Number 20181005-E348279
Report Reference  E348279-20110715
Issue Date 2018-OCTOBER-05

This is to certify that representative samples of the product as specified on this certificate were tested
according to the current UL requirements.

Models:

Boxes, junction and pull, sheet metal, indoor. Type 1 enclosures. Part Nos. as shown in table below:
Part Number Without Multiple Ring Knockouts: JB-3950, JB-3951, JB-3952, JB-3944, JB-3953, JB-
3954, JB-4945, JB-3955, JB-3956, JB-3946, JB-3957, JB-3947, JB-3958, JB-3959, JB-3960, JB-3961,
JB-3962, JB-3963, JB-3964, JB-3965, JB-3966, JB-3967, JB-3968, JB-3969, JB-3970, JB-3971, JB-
3972, JB-3973, JB-3974

Part Number With Multiple Ring Knockouts: JB-3950-KO, JB-3951-K0O, JB-3952-KO, JB-3944-KO, JB-
3953-K0, JB-3954-KO0O, JB-4945-K0O, JB-3955-K0O, JB-3956-KO, JB-3946-KO, JB-3957-KO, JB-3947-
KO, JB-3958-KO, JB-3959-K0O, JB-3960-KO, JB-3961-KO, JB-3962-KO, JB-3963-KO, JB-3964-KO,
JB-3965-K0, JB-3966-KO, JB-3967-KO, JB-3968-K0O, JB-3969-KO, JB-3970-KO, JB-3971-KO, JB-
3972-K0, JB-3973-KO0O, JB-3974-KO

Bruce Mahrenholz, Director North American Certification Program

UL LLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/
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